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Liquid asphalt

Generally

Liquid asphalt is a 2-component bitumen-based
material, consisting of a polymer-modified
bitumen emulsion and mineral aggregates.

Applications

* Compensation of sinks and ruts in
asphalt pavements

* Height adjustment of road built-in components,
for example, shafts

Benefits

* Cold handling

* Very fast traffic approval

* Very easy to apply

* High abrasion resistant and durable grip
* High pressure load

* Environmentally friendly (solvent-free)

* Recyclable, built over hot

Delivery form

Liquid asphalt 0/2
Component A: 3 kg (2 bottle a 1,5 kg)
Component B: 16 kg (1 paper bag) Technical details
19 kg barrel Type Grain 0/2 from 0 to 5 mm
Grain 0/3 from 0 to 30 mm
N Grain 0/5 from 10 to 40 mm
Liquid asphalt 0/3 and 0/5 Installation height:  Possible in Layers
Component A: 2 kg (1 bottle with 2,0 kg) Tightness: 2,5 g/cm?
Component B: 16 kg (1 paper bag) Consumption: about. 25 kg/m?
18 kg barrel with 1 cm lamination strength
Durability: 3 month (Emulsion)
24 month (granulat)
Storage Handling temp.: from +5°C to +30°C

* No frost Handling fime: 5 min. (+20°C) / 20 min. (+5°C)
6 * No sun Cure time: 30 min. (+20°C) / 4 Std. (+5°C)
* No rain

Product .Nr. Barrel

Liquid asphalt 0/2 011002 19 kg 56 barr.
Liquid asphalt 0/3 011003 18 kg 64 barr.
Liquid asphalt 0/5 011005 18 kg 56 barr.
Emulsion 01100X 1,5/2,0kg 10 barr.
Liquid asphalt red 011006 20 kg 56 barr.

Die in diesem Prospekt gedruckten Informationen basieren auf Erfahrungswerten und dem derzeitigen Stand der
Wissenschaft und Praxis, sind jedoch unverbindlich und begrinden kein vertragliches Rechtsverhdiltnis.

stand: 07/2014

Nadler StraBentechnik GmbH Nadler + Soffker GmbH

Tel.: +49 84 44 - 92 400 - O | Fax: - 92 400 - 40 Tel.: +493 9206 - 52373 | Fax: - 523 74
www.strassentechnik.de | info@strassentechnik.de www.strassentechnik.de | info@nadler-soeffker.de




	Seite 1

